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(54) Title: PROTECTIVE UNDERPANTS AND METHOD FOR PRODUCING THE SAME 
(54) Bezeichnung: SCHUTZHOSE UND VERFAHREN ZUR HERSTELLUNG DERSELBEN 



(57) Abstract: The inventive protective underpants consist of a main body (1 ), comprising an outer part (21) and an inner part (22). 

These are configured essentiaDy identically and the inner underpants (22) are arranged inside the outer underpants (21). The two 
^ parts (2 1 , 22) of the main body ( 1 ) of the protective underpants are interconnected in the areas of the waist (9) and the leg openings (3, 

4). Each part (21; 22) comprises two side parts (7, 8), which face each other, and a middle part (10), which is located between them. 
^ Connecting points (15, 16) are configured between the middle part (10) and the side parts (7, 8). The outside of these connecting 
^ points (15, 16) on the irmer underpants (22) is sealed with a sealing strip. The material of tiie irmer underpants (22) is such that the 
^ inner underpants (22) are liquid-tight but can "breathe". The outer underpants (21) are made from a material that is selected with the 

aim of ensuring that the protective underpants resemble ordinary underpants. 

O (57) Zusammenfassung: Die Schutzhose hat einen Grundkorper (1), welcher einen Aussenteil (21) und einen Iimenteil (22) ura- 
fasst Diese sind im Wesentlichen gleich ausgebildet und die limenhose (22) ist im Iimeren der Aussenhose (21) angeordneL Diese 
1^ Telle (21, 22) des Gnindkorpers (1) der Schutzhose sind 
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in den Bereichen der Taille (9) und der Beinoffhungen (3, 4) miteinander verbunden. Eter jeweilige Teil (21; 22) des 
Hosengnindkorpers (1) umfasst zwei einander gegaiiiberliegende Seitenteile (7, 8) sowie einen dazwischen angeordneten Mittelieil 
(10). Zwischen dem Mittelteil (10) und den Seitentcilen (7, 8) sind Verbindungsstellen (15, 16) ausgefiihit. Die Aussenseite dieser 
Verbindungsstellen (15, 16) an da- Innenhose (22) ist mit Hilfe von EHchtungssueifen abgedichtet Das Material der Innenhose 
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